JN\ MULCALUM-60

Alphalum

MULCALUM-60 is a very high-purity sintered clay with 60% alumina, specially developed for
the refractory, investment casting and technical ceramics markets.

Tvpical Values of Chemical and Physical Properties

A0, 60.2%
Si0, 33.2%
Fe,0, 1.28%
TiO, 3.80%
K,0 0.07%

Bulk Density (BD) 2.75g/cm3
Apparent Porosity (AP) 5.00%
Water Absorption (WA) 1.80%

Magnetic Content (ppm) 0

Packaging: ALPHALUM sells its products in 1200 Kg big bags or in 25 Kg bags.

Typical Particle Size Distributions

Mesh 4/8 8/20 20 MF
#4(4.75 mm) 15% Max
#5(4.00 mm) 2%-37%
#8(2.36 mm) Free 15% Max
#10(2.00 mm) 2%-37%
#20 (0.85 mm) Free 15% Max
#30(0.60 mm) 2%-40%
Fines 15% Max 15% Max

Contact: Rua José Rocha Bonfim, 214, Edificio Sdo Paulo, Sala 231
Praca Capital, Jd Santa Genebra, Campinas, SP, Brazil, ZIP Code 13.080-650
Mobile: +55 (19) 99215-6187  E-mail: contato@alphalum.com.br



